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Selective Demolition 

SECTION 024119 - SELECTIVE DEMOLITION 

PART 1 - GENERAL 

1.1 SECTION REQUIREMENTS 

A. Items indicated to be removed and salvaged remain Owner's property. Carefully detach from 
existing construction, in a manner to prevent damage, and deliver to Owner ready for reuse. 
Include fasteners or brackets needed for reattachment elsewhere. 

B. Pre-demolition Photographs: Show existing conditions of adjoining construction and site 
improvements. Submit before Work begins. 

C. Owner will occupy portions of building immediately adjacent to selective demolition area. 
Conduct selective demolition so Owner's operations will not be disrupted. 

D. It is not expected that hazardous materials will be encountered in the Work. If hazardous 
materials are encountered, do not disturb; immediately notify Architect and Owner. Hazardous 
materials will be removed by Owner under a separate contract. 

PART 2 - PRODUCTS 

2.1 PEFORMANCE REQUIREMENTS 

A. Regulatory Requirements: Comply with EPA regulations and with hauling and disposal 
regulations of authorities having jurisdiction. 

B. Standards: Comply with ANSI/ASSE A10.6 and NFPA 241. 

PART 3 - EXECUTION 

3.1 DEMOLITION 

A. Maintain services/systems indicated to remain and protect them against damage during selective 
demolition operations. Before proceeding with demolition, provide temporary services/systems 
that bypass area of selective demolition and that maintain continuity of services/systems to 
other parts of the building. 

B. Items that require demolition include: exterior stair handrails and wrought iron guardrails, 
side entrance concrete stairs with handrails, existing top layer of concrete or topping at existing 
former Loading Dock area, decorative exterior side entrance door trim, door, select interior 
wood framed partitions (to allow construction of new layout), interior doors and frames, interior 
stair guardrail, newel posts, handrails, interior finishes adjacent to fire stair, if indicated. 
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C. Locate, identify, shut off, disconnect, and seal or cap off indicated utility services and 
mechanical/electrical systems serving areas to be selectively demolished. 

D. Refrigerant: Remove refrigerant from mechanical equipment to be selectively demolished 
according to 40 CFR 82 and regulations of authorities having jurisdiction. 

E. Provide temporary barricades and other protection required to prevent injury to people and 
damage to adjacent buildings and facilities to remain. 

F. Protect walls, ceilings, floors, and other existing finish work that are to remain. Erect and 
maintain dustproof partitions. Cover and protect furniture, furnishings, and equipment that have 
not been removed. 

G. Provide and maintain shoring, bracing, and structural supports as required to preserve stability 
and prevent movement, settlement, or collapse of construction and finishes to remain, and to 
prevent unexpected or uncontrolled movement or collapse of construction being demolished. 

H. Provide temporary weather protection to prevent water leakage and damage to structure and 
interior areas. 

I. Requirements for Building Reuse: 

1. Maintain existing building structure (including structural floor and roof decking) and 
envelope (exterior skin and framing, excluding window assemblies and nonstructural 
roofing material) not indicated to be demolished; do not demolish such existing 
construction beyond indicated limits. 

2. Maintain existing interior nonstructural elements (interior walls, doors, floor coverings, 
and ceiling systems) not indicated to be demolished; do not demolish such existing 
construction beyond indicated limits. 

J. Neatly cut openings and holes plumb, square, and true to dimensions required. Use cutting 
methods least likely to damage construction to remain or adjoining construction. 

K. Remove demolition waste materials from Project site and legally dispose of them in an EPA-
approved landfill. Do not burn demolished materials. 

L. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective 
demolition operations. Return adjacent areas to condition existing before selective demolition 
operations began. 

END OF SECTION 024119 


