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Rough Carpentry 

SECTION 061000 - ROUGH CARPENTRY 

PART 1 - GENERAL 

1.1 SECTION REQUIREMENTS 

A. Submittals: ICC-ES evaluation reports for wood-preservative treated wood fire-retardant treated 
wood engineered wood products. 

PART 2 - PRODUCTS 

2.1 WOOD PRODUCTS, GENERAL 

A. Lumber: Provide dressed lumber, S4S, marked with grade stamp of inspection agency. 

B. Engineered Wood Products: Acceptable to authorities having jurisdiction and for which current 
model code research or evaluation reports exist that show compliance with building code in 
effect for Project. 

1. Allowable Design Stresses: Engineered wood products shall have allowable design 
stresses, as published by manufacturer, that meet or exceed those indicated. 
Manufacturer's published values shall be demonstrated by comprehensive testing. 

C. Certified Wood: Comply with Section 018113.16 - Sustainable Design Requirements - LEED 
2009 for Commercial Interiors OR Section 018113.43 - Sustainable Design Requirements - 
ASHRAE 189.1. 

2.2 TREATED MATERIALS 

A. Preservative-Treated Materials: AWPA U1; Use Category UC2 for interior construction not in 
contact with the ground, Use Category UC3b for exterior construction not in contact with the 
ground, and Use Category UC4a for items in contact with the ground. 

1. Use treatment containing no arsenic or chromium. Do not use inorganic boron (SBX) for 
sill plates. 

2. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. 
3. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC 

Board of Review. 

B. Provide preservative-treated materials for items indicated on Drawings, and the following: 

1. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar 
members in connection with roofing, flashing, vapor barriers, and waterproofing. 

2. Wood sills, blocking, furring, stripping, and similar concealed members in contact with 
masonry or concrete. 

3. Wood floor plates that are installed over concrete slabs-on-grade. 
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C. Fire-Retardant-Treated Materials: Products with a flame-spread index of 25 or less when tested 
according to ASTM E 84, and with no evidence of significant progressive combustion when the 
test is extended an additional 20 minutes, and with the flame front not extending more than 10.5 
feet (3.2 m) beyond the centerline of the burners at any time during the test. 

1. Use Exterior type for exterior locations and where indicated. 
2. Use Interior Type A unless otherwise indicated. 
3. For enclosed roof framing, framing in attic spaces, and where high-temperature fire-

retardant treatment is indicated, provide material with design adjustment factors of not 
less than 0.85 for modulus of elasticity and 0.75 for extreme fiber in bending for Project's 
climatological zone. 

4. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. 
5. Identify with appropriate classification marking of a testing and inspecting agency 

acceptable to authorities having jurisdiction. 

D. Provide fire-retardant treated materials for items specifically indicated on Drawings. 

2.3 FRAMING 

A. Dimension Lumber: 

1. Maximum Moisture Content:  19 percent. 
2. Non-Load-Bearing Interior Partitions:  Construction or No. 2:  Eastern softwoods: 

NELMA;. 
3. Framing Other Than Non-Load-Bearing Interior Partitions:  No. 2 Construction or No. 2: 

. 
4. Exposed Framing: Provide material hand-selected for uniformity of appearance and 

freedom from characteristics, on exposed surfaces and edges, that would impair finish 
appearance, including decay, honeycomb, knot-holes, shake, splits, torn grain, and wane. 

a. Species: As specified for framing other than non-load-bearing interior partitions. 
b. Grade:  Select Structural No.1. 

B. Laminated-Veneer Lumber: Manufactured with exterior-type adhesive complying with 
ASTM D 2559. Allowable design values determined according to ASTM D 5456. 

1. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following: 

a. Boise Cascade Company. 
b. Louisiana-Pacific Corporation. 
c. Weyerhaeuser Company. 

2. Extreme Fiber Stress in Bending, Edgewise:  2600 psi (17.9 MPa) for 12-inch nominal- 
(286-mm actual-) depth members. 

3. Modulus of Elasticity, Edgewise:  2,000,000 psi (13 800 MPa). 
4. Web Material:  Plywood, Exposure 1. 
5. Structural Properties: Provide units with depths and design values not less than those 

indicated. 
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6. Provide units complying with APA PRI-400, factory marked with nominal joist depth, 
joist class, span ratings, mill identification, and compliance with APA standard. 

2.4 MISCELLANEOUS LUMBER 

A. Miscellaneous Dimension Lumber:  Construction, or No. 2 grade with 19 percent maximum 
moisture content of any species. Provide for nailers, blocking, and similar members. 

B. Utility Shelving:  Eastern white, Idaho white, lodgepole, ponderosa, or sugar pine, Premium or 
2 Common (Sterling): NeLMA, NLGA, WCLIB, or WWPA; with 19 percent maximum 
moisture content. 

C. Concealed Boards:  Eastern softwoods, No. 3 Common: NELMA; with 19 percent maximum 
moisture content. 

2.5 PLYWOOD BACKING PANELS 

A. Equipment Backing Panels: Plywood, Exterior, AC, fire-retardant treated, not less than [1/2-
inch (13-mm)] nominal thickness. 

B. Subfloor reconstruction: Where floors or stair landings require replacement of planks, use 
Plywood, Exterior AC, fire retardant treated, not less than  [3/4-inch (19-mm)] nominal 
thickness or built-up  [1/2-inch (13-mm)] panels, to match removed or adjacent floor boards. 

2.6 MISCELLANEOUS PRODUCTS 

A. Fasteners: Size and type indicated. Where rough carpentry is exposed to weather, in ground 
contact, or in area of high relative humidity, provide fasteners of Type 304 stainless steel. 

1. Power-Driven Fasteners: CABO NER-272. 
2. Bolts: Steel bolts complying with ASTM A 307, Grade A (ASTM F 568, Property 

Class 4.6); with ASTM A 563 (ASTM A 563M) hex nuts and, where indicated, flat 
washers. 

B. Flexible Flashing: Self-adhesive product consisting of a butyl rubber or rubberized-asphalt 
compound, bonded to a backing sheet to produce an overall thickness of not less than 0.025 inch 
(0.6 mm). 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Set rough carpentry to required levels and lines, with members plumb, true to line, cut, and 
fitted. Locate nailers, blocking, and similar supports to comply with requirements for attaching 
other construction. 

B. Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame 
Construction," unless otherwise indicated. 
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C. Do not splice structural members between supports unless otherwise indicated. 

D. Securely attach rough carpentry to substrates, complying with the following: 

1. CABO NER-272 for power-driven fasteners. 
2. Published requirements of metal framing anchor manufacturer. 
3. Table 2304.9.1, "Fastening Schedule," in the IBC. 

END OF SECTION 061000 


